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VAR 1.57% TO 3.5% VAR 157 TO 3.5%

PROPOSED TYPICAL SECTION

STA. 31464 - STA. 54+38
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EXISTING BITUMINOUS PAVEMENT (7.6'-8.0)
EXISTING SUB-BASE GRANULAR MATERIAL (7.6"-8.0")
EXISTING P.C.C. SIDEWALK, 5"

EXISTING TURF AREA

EXISTING AGGREGATE SHOULDERS

PROP. SUB-BASE GRANULAR MATERIAL, TYPE B, 67
PROP, BITUMINOUS BASE COURSE, 8", SUPERPAVE

PROP. BITUMINOUS CONCRETE BINDER COURSE,
SUPERPAVE IL-19, N50, 2Y/4"

PROP, BITUMINOUS CONCRETE SURFACE COURSE,
SUPERPAVE, MIX “C”, N50, 1/"

PROP. AGGREGATE SHOULDERS, TYPE B

PROP. TOPSOIL FURNISH AND PLACE, 4” WITH PROP. SEEDING,
CLASS 2A AND EROSION CONTROL BLANKET

BITUMINOUS MATERIAL (PRIME COAT)
BITUMINOUS CURBFACE REMOVAL 1 V5=

* BEFORE AND AFTER RAILROAD CROSSING STA. 50-+12 TO 50453
AND 50+80 TO S51+33.

* P.C.C. SIBEWALK ENDS AT STA. 32+35.76.

«x  PAINTED MEDIAN ENDS AT STA. 32+05. TWO 107
TRAVEL LANES ACROSS EXISTING BOX CULVERT
BETWEEN STA. 31+64.5 AND STA. 54+38.

=xx  HORIZONTAL CURVE WITH SUPERELEVATION RATE
OF 1.57% AND SUPERELEVATION RUNOFF LENGTH OF
50 FT BETWEEN STA. 52+87 AND STA. 54+38.
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